
HotPort™ 3203 Outdoor Mesh Nodes
HotPort 3203 mesh nodes provide Ethernet 
connectivity at any outdoor location over 
a high-performance, self-forming wire-
less mesh backbone.  The mesh nodes have 
rugged NEMA 4X/IP66-rated cast aluminum 
enclosures and two weatherproof 10/100 
Mbps Ethernet ports for connecting outdoor 
network devices or other networks to the 
wireless mesh.  

 HotPort 3203 mesh nodes delivers up to 25 
Mbps throughput and can operate at 2.4 GHz 
for maximum range and penetration, or at 
5 GHz to minimize interference from other 
wireless devices.  

HotPort High Performance Mesh Network 
Firetide HotPort mesh nodes automatically 
connect to each other to create a HotPort 
high performance wireless mesh network. 
Designed for maximum performance, scal-
ability and ease of use, the mesh operates 
seamlessly indoors and outdoors, making 
it ideal for campus and metropolitan area 
networks. Firetide�s AutoMesh� protocol 
provides highly ef� cient communication 
among nodes, and the network�s self-form-
ing and self-healing properties enable rapid 
deployment and dependable operation. 

Additional features include Virtual LAN 
support, class of service traf� c prioritiza-
tion, strong encryption and access control 
for robust security, Dynamic Frequency 
Selection (DFS) to minimize radio/radar 
interference, and more.  

Automatic Node Deployment 
Upon power up, the AutoMesh protocol 
automatically discovers and incorporates 
the node into the mesh network.  Multiple, 
redundant paths add resiliency and allow 
the mesh to work around disabled links or 
line-of-sight obstructions.  

Connecting Network Devices 
The two Ethernet ports can be used for 
access points, video surveillance cameras 
or other devices equipped with Ethernet 
interfaces. IEEE 802.3af-compliant Power 
over Ethernet (PoE) supports use of the node 
as either a powered device  or power sourc-
ing equipment.  

Connecting Other Networks 
Any HotPort node can also be used for 
internetworking. Operating as a Network 
Gateway Interconnect (NGI), a node can 
connect directly to another network, such as 
an enterprise LAN/WAN or the Internet. The 

MeshBridge� feature included with the op-
tional HotView Pro� software, also enables 
internetworking among two or more HotPort 
mesh networks.  

Mounting, Antenna, and Power Options 
Each outdoor mesh node includes a remov-
able sun shield and a mounting bracket for 
installation on poles or walls. Two omni-di-
rectional antennas are provided for staging 
purposes. These can be replaced with a 
variety of high gain antennas available from 
authorized Firetide resellers. Power options 
include a weatherized external power supply 
and a street light power tap. 

HotView™ Mesh Management Software 
Each HotPort mesh node includes Firetide�s 
HotView� management software for basic 
mesh con� guration, monitoring and man-
agement. The optional HotView Pro� mesh 
management software provides additional 
control for multiple mesh networks and 
larger mesh environments such as enter-
prise, metropolitan, and campus networks. 
The MeshBridge� feature allows multiple 
mesh networks on different radio spectrums 
and channels to form a single LAN or WAN 
environment with up to 1,000 mesh nodes.


